TRACER WIRE SHALL RUN THE FULL
LENGTH OF CLEANOUT AND BE
INSTALLED IN A TRACER WIRE ACCESS
BOX CONFORMING TO MAPLE GROVE
STANDARD PLATE STS-8. (TYP.)

¥ ONE PIECE 4" PVC SCHEDULE —/ 75 MAX

40 CLEANOUT RISER WITH
REMOVABLE CAPS

10" GATE VALVE
TOP SECTION

75 MAX
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90° BEND

END OF LINE CLEANOQOUT
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6"X4” REDUCER

45* BEND
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MAIN LINE

ENCASE PVC BENDS AND WYES IN
MINIMUM 4" OF CONCRETE IN ALL

NOTES:

\/\/ . B
TRACER WIRE

DIRECTIONS.

IN LINE CLEANOUT

10" GATE VALVE BOX TOP SECTION WITH DROP LID (SEWER) SHALL BE INSTALLED WITH ALL CLEANOUTS. 1"

BELOW FINISHED GRADE.

4" PVC SCHEDULE 40 CLEANOUT RISER WITH REMOVABLE CAP 4"—6" BELOW FINISH GRADE.

ENCLOSE LONG SWEEP BEND OR COMBINATION WYE IN 4" CONCRETE AS SHOWN
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